CENTER RACEWAYS

"IN FOUNDATION
CEMTER RACEWAYS
N FOUNSATION
LIGHT POLE FOUNDATION DEPTH TABLE
40 FT. 112,192 m) TO 475 FT. {14478 m) MOUNTING HEIGHT
DESIGN DEPTH “0~ OF FOUNDATION
SOIL, CONDITIONS -~ vl i
_smca.: ARM P_ou: _ THIN AR POLE RACEWAYS PARALLEL
SOFT CLAY 130 1507 10 EOGE OF PAVENENT
LBT
Oy = 0,375 TON/SA. FT, (3.96 m 14,57 m RACENATS PARALLEL
NEQIUM CLAY g-gr tor-g~ T EDGE OF PAVEMENT
G % 0.75 TON/SCFT (2,09 @ (3.23 s}
STIFF CLAY b g0 TOP VLE_W T0P VIEW
Qu = LED TON/SO. FT. @45 m 244 —_— NOTES

LOOSE S0 e o :Tmﬁaﬁiﬁ 50" t ALL DIVENSIONS ARE IN INCHES (MILLIVETERS! UMLESS OTHERWISE SHOWN,

LA & b {4-25.4 Dla, X L524 mb
ms_w Sé‘ND a-3" 9~ 2. THE ANCHOR RODS AMQ RACEWAYS SHMALL BE PROPERLY SECURED IN PLACE
# 5 3.5 1252 m: 12,74 3 GEFORE THE CONCRETE IN PLACED.
DENSE SAND g 40

2 s 40¢ (2,36 m 2,74 m ~ B U9 CHEWFER 5.

THE FOUNDATION SHALL HOT FROTRUDE MORE THAN [OOMM {4 IN. ABOVE THE FINISHED GRADE

WITHIN 4 60 T (1.5 m} CHORD ACROSS THE FOUNDATION, WITH ANCHOR RODS INCLUDED,
o IN ACCORDANCE WITH AASHTO GUIDELINES. IF THE FOUNDATION HEIGHT, INCLUDING ANCHOR

} RGOS, EXTENDS BEYOND THESE SPECIFIED LIMITS, THE FOUMDATION SHALL BY REPLACED AT

e THE CONTRACTOR'S EXPENSE, SEE FOUNDATION EXTENSION DEYANL.

“W # | 4. THE HOLE FOR THE FOUNDATION SHALL BE MADE BY DRILLING WITH AN AUGER, OF THE SAME
W DIAMETER AS THE FOUNDATION. IF SOIL CONDITIONS REQUIRE THE LSE OF A LINER 10 FORM THE
HOLE. THE LINER SHALL BE WITHDRAWN AS THE CONCRETE IS DEPOSITED.

2/0 BARE COPPER- | — 5. THE T0P OF THE FOUNDATION SHALL BE GONSTRUCTED LEVEL, A LINER ORL FORM SHALL BE

USED TO PRODUCE A UNIFORM SHODTH SIOE TO THE TOP OF THE FOUNDATION. FOUNDATION TOP
SHALL BE CHAMFERED ¥e-P4. 120 mm,

EXOTHERMIC WELD -
CONNECTION TO GhD ROD. 6. THE CONCRETE SHALL BE CLASS S1. CONCRETE SWALL CURE ACCORDING TO ARTICLE 102043

—. EXQTHERMIC WELD CONNECTION BEFORE LIGHT FOLES ARE INSTALLEC.
- TO REINFORCING STEEL
7. THE ANCHOR ROD SHALL BE A HOOK ROD TYPE, COLD BENDING OF THE ANCHOR ROD Witl NOT

—1 BE ALLOWED. THE RADIUS OF THE HOOK BEND SHALL NOT 8E LESS THAN 4 TIMES THE NOMINAL
LA GIAMETER OF THE AMCHOR ROD. A TACK WELDED ANCHDR ROD MAY BE SUBSTITUTED WITH THE
APPAOVAL OF THE ENGINEER.
TR TR @ Fyt X 36" RADESS = \~
6" (52,4 ! § g €53 Dl % 908 z \ "2/ BARE COPPER 8. THE ANCHOR RODS SHALL BE ACCORDING TO ASTM FIS84 GRADE 725 {GRADE 105} NUTS SHALL
THREADES L g g PYC RACEWAY (2 MM g BE HEXAGON NUTS ACCORDING TO ASTM A 194 2 OR ASTM A 583 DH, AND WASHERS SHALL BE
A= z z z GROUND CLAMP UL LISTED ACCORDING TD ASTM F 435,
- F= &L
? § b4 a \_ 8u%6 VERTICAL BARS 9. ANCHOR RODS, NUTS AND WASHERS SHALL Bf COMPLETELY GALVANIZED 8Y EITHER THE HOT-DIPPED
e b / PO FROCESS CONFORMING WITH AASKTO M 232, THE MECHANICAL PLATING METHOD CONFORMING TO
kel A AASHTO M 230, CLASS 50 WITH A MAXIMUM COATING THICKMESS OF 150 UMIE MILS! OR THE FLECTROLYTIC
£2g GROUND ROD (WHEN SPECIFIED) 4= T *3 SPlRAL FROCESS ACCORDING TO ASTM F liE.
i 3% Dien X 10° -
o T K A DG g (16,875 Dia. X 3,048 m A é_ - _% A 10, THE ANCHOR RODS SHALL BE THREADED A MINIMUM OF & INCHES USG mmb WETH A MINIMUM OF
ﬁ'ss;sn' X {:[!?L:E féf;’b' ] 3 INCHES (75 mem OF THAEADED ANCHOR ROD EMBEDDED I8 THE FOUNDATION,
faen 1, ANCHOR RODS SHALL PROJECT 2% (69.9 mm) ADOVE THE TOP OF THE FOUNDATION, IF OREARAWAY

COUPLINGS ARE SPECIFIED, THE CONTRACTOR SHALL CAREFIALLY COORDINATE THE AMCHOR ROD
PROJECTION WITH THE INSTALLATION REQUIREMENTS OF THE BREAKAWAY COUPLINGS.

O
; RADIUS NOT LESS THAN

3" (!27.63 4 TIMES NOMINAL RO DIA,

ANCHOR ROD DETAIL

T3 LOOPS MIN, AT TOP & BOTTOM 12. THE CONTRACTOR SHALL USE & »3 SPIRAL AT 6 (52,4 mm PITCH OR MAY SUBSTITUTE *3 TIES AT
e 3 BOE 127 (3048 oy C.C. WITH THE APPROVAL OF THE ENGINEER.

{3, THE CABLE TREWNCHES AND FOUNDATION SHALL BE BACK FILLED AND COMPACTED AS SPECIFIED
BEFORE THE LIGHY POLE 1S ERECTED.

24" 60860 Dla.

4. THE RACEWAYS SHALL PROJECT 1~ (25.4 mm) ABOVE THE YOP OF THE FOUNDATION.

FOUNDATION DETAIL

- TOP OF ANCHOR ROD

F 7

- GROUND LINE

e
80 usoor . _

FOUNDATION EXTENSION DETAIL v IANry— v Ve o3 s
SECTION A-A SECTION A-A
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